
■ Clamping force can be adjusted, repeat use the same clamping force.
■ Vise body is made of carbon steels for machine structural use.
■ Vise bed hardened to H C 55 and maintain accuracy for long.
■ The length of vise body is very short, but the clamping range is very big.

It works with every kind of milling machine, CNC machining center etc.
■ Clamping force can be easily adjusted by hand pull & turn.

www.kenyeriengineering.comPOWER VISE

Features / 特長 / 특장점

How to set the clamping force / 把握力調整設定方法  / 파악력 조절 세팅 방법

■ 把握力が調整でき、同一の把握力で繰り返し作業可能。
■ バイスのボディ-を機械構造用炭素鋼で製作。
■ バイスベッドの硬度はH C55で、長期間正確に維持可能。
■ 短いボディ-で長い締結範囲を持ち、作業時に有利。
■ PULL&TURN の方式で手で簡単に増力調整可能。

■ 파악력을 조절 가능하며, 동일한 파악력으로 반복 작업 가능함.
■ 바이스 몸체를  기계구조용 탄소강으로 제작.
■ 바이스 배드의 경도는 H   C55 이며, 장기간 정확하게 유지함.
■ 전장길이는 짧고 공작물의 체결가능 길이는 크게함.
■ PULL&TURN 방식으로 손으로  쉽게 증력 조절이 가능.

■ Pull the adjust handle.
■ 把握力調整ハンドルを引く.
■ 파악력 조절 핸들을 당긴다.

■ Rotate the adjust handle.
■ 把握力調整ハンドルを回転させる.
■ 파악력 조절 핸들을 회전시킨다.

■ Release the adjust handle to the
required clamping force No.(1,2,3,4,5)

■ 使用する把握力の方の数字に合わせる
(1,2,3,4,5）

■ 원하는 파악력 숫자에 맞춘다(1,2,3,4,5)
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SPM/SPL STANDARD MODEL /　標準モデル /  표준 모델 

Clamping Force / 把握力 / 파악력 

Dimensions / 寸法 / 치수 

Specifications / 規格 / 규격 

127-15, Hanam Industrial complex 8th Rd, Gwangsan-gu, Gwangju, Korea 62213
TEL｜+82 62 960 5000    FAX｜+82 62 951 9981    E-mail｜sales@smiltd.co.kr

62213 광주광역시 광산구 하남산단 8번로 127-15(안청동)
TEL｜ (062) 960-5000     FAX｜(062) 951-9981 

※ Specifications are subject to change without notice.

Clamping Force　/ 把握力 / 파악력
Clamping Range

파악범위

Model 1 2 3 4 5

SPM-125 Direct 1000 2100 3500 - 0~230

SPM-160 Direct 1500 3200 4500 6000 0~305

SPL-200 Direct 1500 3200 4500 6000 0~405

Model
Jaw

Width
Jaw

Height
Max

Opening
Total

Height
Bed

Height
Total
Width

Total
Length

Max
Clamping

Force
N.W

SPM-125 125 50 230 135 85 126 521 3500kgf 38kg

SPM-160 159 60 300 160 100 161 627 6000kgf 60kg

SPL-200 197 70 405 180 110 202 752 6000kgf 103kg

Model A B C D E F G H I J J1 K L M

SPM-125 126 521 398 123 84 76 50 85 135 230 390 18 145 125

SPM-160 161 627 490 137 94 86 60 100 160 300 480 18 145 159

SPL-200 202 752 612 140 102 98 70 110 180 405 605 18 176 197


